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UV TESTER 

Compact UV test unit with conveyor belt 

for reproducible curing and hardening of   

UV sensitive inks, lacquers, coatings and 

adhesives on all conventional materials. 

STANDARD VERSION 
• Module with air cooled UVC tube 

• Variable power adjustment of tube  

   (electronic power supply) 

• PTFE conveyor belt, black 

• Strong suction to prevent material from 

floating on conveyor  

• Ready status achieved very quickly 

• Stabilized main power to the tube  

• CE conformity 

• Operating instructions in English or 

German 

• RAL 5002 blue and RAL 7035 grey 

Features 
• Belt speed digital : 3-20 m/min. 

• Actual drying width : 

  L   6 -1    60 mm 

  L  10-1  100 mm  

• Power of tubes max. 120 W/cm 

• Quartz glass panes  

• Tunnel height adjustable 10-60 mm 

 

 
ATTENTION  

When increased tunnel height is used, 
ensure that max. light emission limit is 

not exceeded !! 

Options on request 
• Different spectrum and/or ozone reduced 

tube 

• Steel conveyor belt  

• Inclined material deposit, adjustable in 

steps 

• Extended rays protection entry and exit 
 

 

Article Description              

UL62055-0001 AKTIPRINT  L   6 -1  /  230 V, 50/60 Hz, belt 100 cm    
UL62065-0001   10 -1  /  230 V, 50/60 Hz, belt 100 cm    
 
   ACCESSORY 
7095018  Colour if different from RAL 5002 and 7035    
    
   
 
 
 
 
 
 
 
 
UL62000-98 Packing overland freight         
UL62000-99 Packing sea freight          
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